MACHINING DEVIATIONS RANGE 0-6|6-30[30-120 [120 - 315 |315-1000 [1000-2000 |2000-4000 |ABOVE 4000 RA
FOR LINEAR DIMENSIONS TOLERANCE | £0.1 | 0.2 03 05 +08 12 +2 3 ~

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM) QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

STATUS:

THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF BEML & CONTAINS CONFIDENTIAL

DESCRIPTION: MAGNET VALVE 110V _DC

VALVE DETAILS:

1. VALVE TYPE : 3/2 DIRECT ACTING HIGH ORIFICE, UNIVERSAL
TYPE SOLENOID VALVE
28 | 2. MAIN FLUID . AIR
=3.| 3. SEAT / SEAL © NBR
#Z5| 4. WORKING PRESSURE : 0 ~ 10 bar
~82[ 5. ORIFICE : 10 mm
L w5 6. FLOW FACTOR (kv) . 30 Ipm
<3553
= :Z:z| 7. BODY MATERIAL : ALUMINIUM
g 8. SOLENOID VOLTAGE 110 Vdc
SE£Zl 9. SOLENOID INSULATION : CLASS F
; 10. SOLENOID POWER 13 Watt
2283 11. DEGREE PROTECTION : IP67
o5 PORT DETAILS
=1 CONNECTION | 3/8” Port '1'|3/8" Port '2'|3/8"Port '3’
o) NC INLET OUTLET EXHAUST
= NO EXHAUST OUTLET INLET
= [NOTE:
S ?. THE MAGNET VALVE SHALL BE OF ROTEX MAKE OR EQUIVALENT.
2 [>]
Eb SLNo. | aTY PART / STOCK No. DESCRIPTION SIZE COMPANY STD/LS | Wt (Kg)
MATERIAL
2| A PRODUCT 8W CMV (SG) - L&T METRO
233 REF DRG
MATERIAL| ==
E§>/\ ?E’QXT. APPD |KR KRISHNA RAJU |02/09/2013
= [ SaRACE Revo [HARI KUMAR S [28/08/2013
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