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| FDR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER ST RD-227 __
UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. {S 2102 {PT-1} {MEDIUM) QUALITY OF WELD JOINTS REF, RD 230 MEOIUM 250
VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS 1012.C.
WELDING SHALL BE CARRIED OUT AS PER IS: 9595-%6 STATUS

110VDC RECTIFIER

TECHNICAL REQUIREMENT FOR 110VDC RECTIFIER

INPUT SUPPLY: 1PHASE, 230VAC+10%, 50Hz+6%

RECTIFIER QUTPUT: POWER - 4 KW
VOLTAGE - 110VDC+10%

DIMENSION: SHALL BE WITH IN 610(W) x 485(D) x 335(H)
APPUICATION: RECTIFIER REQUIRED FOR STATIC APPLICATION

THIS DOCUMENT (5 THE EXCLUSIVE PROPERTY OF BEML & CONTAINS CONFIDENTIAL

INFORMATION. THIS DOCUMENT OR 1TS CONTENTS SHALL NOT BE USED, REPRODUCED OR DISLLOSED tN WHOLE OR N PART,

WITHOUT PRIOR WRITTEN PERMISSION OF BEML. THIS DOTUMENT & ALL LTS (OPIES SHALL BE RETURNED TO BEML ON DEMAND
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% = 1. OPERATING TEMP: 0 TO 70°C.

:; gt_ 2. SUITABLE INPUT & OUTPUT PROTECTIONS, INDICATION, ALARMS,

= & METERS SHALL BE PROVIDED.

g g 3. INTEGRATED POWER CABLE OF 3 METER LENGTH WITH PLUG FOR

o % PLUGGING IN INDUSTRIAL 1-PHASE SOCKET SHALL BE

S g PROVIDED.

= ﬁs 4. SUITABLE LUGS TO BE PROVIDED FOR INPUT/QUTPUT CABLE
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