THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF BEML & CONTAINS CONFIDENTIAL

INFORMATION. THIS DOCUMENT OR ITS CONTENTS SHALL NOT BE USED, REPRODUCED OR DISCLOSED IN WHOLE OR IN PART,
WITHOUT PRIOR WRITTEN PERMISSION OF BEML. THIS DOCUMENT & ALL ITS COPIES SHALL BE RETURNED TO BEML ON DEMAND
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GRADE No.
VALUE
SYMBOL

SURFACE
ROUGHNESS

5 4 3 2 1
MACHINING DEVIATIONS RANGE 0 -6 [6-30]30-120 [120 - 315 {315-1000 |[1000-2000 |2000-4000 [ABOVE 4000 RA
FOR LINEAR DIMENSIONS TOLERANCE | £0.1 | 20.2 0.3 0.5 0.8 12 £2 +3 ~
FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227
UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM) QUALITY OF WELD JOINTS REF, RD 230 MEDIUM
33 9.5 VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.
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WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96
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2 2 PACKING 38x30x1 thk EPDM
1 2 CLEAT 50x30x17.5 NYLON6
COMPANY STD./I1.S Wt. (Kg)
SL.No. | QTY PART / STOCK No. DESCRIPTION SIZE
MATERIAL
A PRODUCT BMRCL METRO CARS
REF DRG
MATERIAL
/\ e Vs
S
/\ TITLE cHkD | SNH 04.09.19
NOTE: CLEAT ASSY, DRWN | VISHNU 04.09.19
1. REMOVE ALL SHARP EDGES EARTH BRUSH @3-
2. FOR CLEATS Min TENSILE STRENGTH: 65 N/ mm? A TRE No. N
3. CLEAT SHALL BE FIRE RETARDANT TO V-0 OF UL-94
ALTNO. ECN NO/CHANGES g 3 % gaBEML LIM'TED 926—56216 /‘\
5 | 4 3 2 | 1 A3
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