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DETAIL-B

MACHINING DEVIATIONS | RANGE JE -6 le - 30150 - 120 K\ZD - 315}31541000‘|000‘2C00 200074000[ABDVE 4000

FOR LINEAR DIMENSIONS [ToLERANCE | 201 | 202 | 03 | 05 | 08 | =12 | *2 | %5

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT—1) (MEDIUM)

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012C. |
QUALITY OF WELD JOINTS REF, RD-230 MEDIUM | PROTO / PiLot / PRODUCTION

NOTE:~

* 1. RESIN SHALL BE ISOPHTHALIC FIRE RETARDANT POLMER TO 1S:6746 TYPE-5
2. THE ISOPHTHALIC FIRE RETARDANT GEL CDAT SHOULD SUT THE ABOVE RESIN
3. CATALYST AND ACCECLERATER SHOULD SUT THE ABOVE RESIN
4. THE PIGVENT SHOULD SUT THE ABOVE RESIN
5. NO FILLER SHALL BE USED.
6. FIBRE GLASS CHOPPED STRAND MAT OF DENSITY 450grms/SQMETER TO BS:3496—73-2 LAYERS
7. FIBRE GLASS OVEN ROVING MAT OF DENSITY 600grms/SQMETRE TO BS:3691-63—1 LAYER
8 FIBRE GLASS SURFAOING MAT OF DENSITY 30grms/SQMETRE-2 LAYER
9. THE PANEL SHOULD BE AOD RESISTANT.
10. A) FOR MATERAL SPECIFICATION REFER ICF/ELEC866

B) THE FOLLOWMNG TESTS COVERED IN SPECN. NO. ICF/ELEC—866 NEED NOT BE CONDUCTED.
). 1Z0D IMPACT STRENGTH.

b). DIELECTRIC STRENGTH AT 90C IN TRANSFORMER OL
c). TRACKING INDEX.
d). ARC RESISTANCE.

11. NAVE PLATE INDICATING MANUFACTURER'S NAME/TRADE MARK, MONTH AND YEAR OF.
MANUF SHALL BE PROVIDED AT SUTABLE LOCATION.

12. FRAMED DIMENSIONS TO BE STRCICILY ADHERED TO.

//L 13. MEM SHALL BE PROCURED FROM ICF APPROVED SOURCES ONLY.

*(SEE NOTE)
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