WITHOUT PRIOR WRITTEN PERMISSION OF BEML. THIS DOCUMENT & ALL ITS COPIES SHALL BE RETURNED TO BEML ON DEMAND

INFORMATION. THIS DOCUMENT OR ITS CONTENTS SHALL NOT BE USED, REPRODUCED OR DISCLOSED IN WHOLE OR IN PART,
DRAWING RELEASED FROM PLM, PHYSICAL SIGNATURE NOT REQUIRED

COPY RIGHT & CONFIDENTIAL THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF BEML & CONTAINS CONFIDENTIAL

1

N1
0.025

N&
({y 0.1

NS

NI | N2
0.05
A\VAVAVA A\VAVAVAVA

N6
ARV

N7

N8
2
\N/

N9
6\.3/

N10
125

N1

iyzs
AV RV

L2

—

NOTE

THE STRENGTH AND NO AIR LEAKAGE SHALL BE
GUARANTEED UNDER THE CONDITION OF NO. 1 AND 2.
1. TEMPERATURE RANGE : -40°- +80°C

2. OPERATING PRESSURE : MAX. 80 BAR

FOR LINEAR DIMENSIONS
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FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

QUAL

ITY OF WELD JOINTS REF, RD 230 MEDIUM

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96 STATUS:
TUBE 0.D T WIDTH ACROSS FLAT
PART NO. (mm) H N K L L1 L2
942-6014 10 M12 27 14 27 | 46.0 14 30
ED cOPY
UNCONTROLL
3 1 0-RING NBR
2 1 ADAPTOR SUS316
1 1 909-60188 UNION ELBOW SUS316
COMPANY STD./LS | Wt. (Kg)
SL.No. | QTY PART / STOCK No DESCRIPTION SIZE MATERIAL
/\ PRODUCT KMRC RS(3R) METRO CARS
REF DRG
MATERIAL 2
/\ TREAT I Ol e
ReAr. o lMS  WUmn | aopshon
/\ TITLE tHKD | GD &' . ”\3|M

N 8 TO SPECIFICATION: DIN2353 (I508434-1) ADJUSTABLE ELBOW [orun[sk Qud Fro |rel3 2007
= _ SHALL BE APPLIED FOR DIMENSIONS NOT SPECIFIED AT DRAWING WITH ADAPTOR(MALE)E=e S@ 1SHOEFE; W kgl
; g g’ DRG No. ALT
SfRFiE 5 ALT.NO. ECN NO/CHANGES g ; % § la v.g”:m— Wew SRS BEML LIMITED 9 Ll- 2 —6 0 1 1 L'. /—\
ROUGHNESS 5 | 4 2 | 1 A3
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