
 

   

TECHNICAL 

Aggregate Poster rack assembly

BEML Enquiry/ RFQ Reference : 

 
Sl. 
No. 

Technical Delivery Conditions

1 
Poster rack assembly 
requirements. 

2 
The firm shall submit material test certificate
composition and mechanical properties
along with each supplies

3 
Anodizing shall be as per IS 1868 to Grade AC 25
report  shall be submitted along with the offer.

4 Dimensional tolerance shall be as per IS 3965

5 
100% quantity of the Poster rack assembly 
to visual, dimensional
Inspection reports shall be submitted along with supplies.

6 
The Poster rack assembly  
edges. Scratches on the 

7 
The gap between the extrusion joints at th
than 0.2mm 

8 
Technical data sheet of the Polycarbonate sheets (transparent & 
opaque types) shall be submitted along with the offer.

9 
The fire safe Polycarbonate shall be sourced from reputed 
manufacturers like M/s.Sabic or M/s.Covestro.

10 

The Polycarbonate sheets (transparent & opaque types) to be 
used in poster rack assembly shall comply to EN45545
R6 along with heat release rate requirements. Type test shall be 
carried out  and document
reports of previous projects shall be submitted with the offer.

11 
The poster rack assembly
jigs & fixtures. After assembly, the finished poster rack 
of sound quality without any defects.

12 
Packing shall be done 
during packing and ensure damage free product. The damages 
during transit will be supplier's responsibility.

13 
The supplier shall obtain sample approval 
BEML before taking up mass 

 
 
------------------------------------------
Signature of the Bidder with Seal
(Name, Designation & Address)

TECHNICAL DELIVERY CONDITION 

Poster rack assembly DOC No.: GR/TD/

BEML Enquiry/ RFQ Reference :  

Technical Delivery Conditions 

Poster rack assembly shall confirm to the tender drawing 

ubmit material test certificate for chemical 
mechanical properties as per tender drawings 

along with each supplies. 

as per IS 1868 to Grade AC 25 and test 
shall be submitted along with the offer. 

Dimensional tolerance shall be as per IS 3965 for extrusions. 

Poster rack assembly  shall be subjected 
dimensional inspection and anodizing inspection. 
reports shall be submitted along with supplies. 

Poster rack assembly  shall  be without burrs & sharp 
edges. Scratches on the anodized surfaces are not acceptable. 

The gap between the extrusion joints at the corners shall be less 

Technical data sheet of the Polycarbonate sheets (transparent & 
opaque types) shall be submitted along with the offer. 

safe Polycarbonate shall be sourced from reputed 
manufacturers like M/s.Sabic or M/s.Covestro. 

Polycarbonate sheets (transparent & opaque types) to be 
used in poster rack assembly shall comply to EN45545-2 HL3  
R6 along with heat release rate requirements. Type test shall be 

and documents to submitted to BEML. Fire safety 
s projects shall be submitted with the offer. 
assembly shall be assembled using dedicated 

assembly, the finished poster rack shall be 
of sound quality without any defects. 
Packing shall be done individually and due care shall be taken 
during packing and ensure damage free product. The damages 
during transit will be supplier's responsibility. 

The supplier shall obtain sample approval and fitment trials from 
BEML before taking up mass production. 

------------------------------------------ 
Signature of the Bidder with Seal 
(Name, Designation & Address) 

Project: MRS1 

DOC No.: GR/TD/4973 

COMPLIED 
NOT 

COMPLIED 
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