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FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES. REFER SID. RD-227
UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DINENSIONS REF, 1S 2102 (PT-1) (MEDIUM)
VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.
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ol /A\ NOTES:-
= |8
= 1. CONSIDER R4 FOR UNSPECIFIED RADIUS ON CASTING.
il § 2. FURTHER MACHINING SHALL BE CARRIED OUT AFTER ASSEMBLY WITH PART NO.
= 909-82106 (ANTI-ROLL BRACKET-BOTTOM). 1 AAR-M-201
=k 3. DEVIATIONS ON UNTOLERANCED CAST DIMENSIONS SHALL BE TO 1S:4897-1994, CLASS-2. & o
18 x4, EMBOSS IN 10mm HIGH, 1.5mm RAISED LETTERS PART NO., VENDOR CODE, MONTH & L DRG. / STOCK Mo. DESCRIPTION SIZE COMPANY.STD/I5.5TD | Wi.Kg
] YEAR OF MFG. ON ONE SIDE AND HEAT NO. & SL.NO. ON THE OTHER SIDE OF THE L. Nof OTY DETAIL PARTS MATERIAL
g},E CASTING AS INDICATED IN THE DWG. PRODUCT
5. RADIOGRAPHIC EXAMINATIONS:- THE ANTI-ROLL BRACKET (TOP) SHALL BE SUBJECTED METRO BOGIE
213 TO RADIOGRAPHIC EXAMINATION FOR 100% OF THE CASTING. THE ACCEPTABLE SURFACE TREATMENT
=1 RADIOGRAPHY STANDARD SHALL BE AS PER ASTM-E-446/186 LEVEL | 1| NOTES UPDATED [ = §
= 8. THE X-RAY RADIATION BEAM SHALL BE FOCUSSED ON THE CASTING IN THE DIRECTION |/2\ | ot o sosomeso | X |5 10 ApPROVED] JP 5108
=l AS SHOWN IN THE DWG. -1 S CRECKED| GSK 5.1.08
= 1 7. FAl: ONE NO. OF FINISH MACHINED SAMPLE ASSY. OF ANTI-ROLL BRACKET (TOP) & | g DRAWN | ILYAS 41,08
253 ANTI-ROLL BRACKET) BOTTOM TO DWG.NO. 809-82017 (DOUBLE BEARING ASSY.) SHALL A NOTE REVISED| T [ | &| A REF DRG| 1208
= BE SUPPLIED FREE ALONG WITH ALL MECHANICAL & CHEMICAL TEST REPORTS AND @ |8 | %> 1 90982017 209 SCALE | — /7| SHEET Wt (Kg
il I 2 DIMENSIONS CHECKSHEETS FOR APPROVAL BY BEML BEFORE BULK PRODUCTION. ALT | CHANGES / ECN Ho. [Daie | By [ckDjaPP| QTY NEXT ASSY MODEL | oF |87
gyl 8. THE CASTINGS SHALL STRICTLY CONFORM TO BEML PTS DOC.NO. GR/TD/1477 (REFER TTLE DRG No. I
EdH LATEST REVISION). S mnsEEJﬁé'sLé“éé‘%‘o{&% ANTI ROLL BRACKET 909-82105
T .. BANGALORE 560 075 (TOP) - A
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