THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF BEML & CONTAINS CONFIDENTIAL

WITHOUT PRIOR WRITTEN PERMISSION OF BEML. THIS DOCUMENT & ALL ITS COPIES SHALL BE RETURNED TO BEML ON DEMAND

INFORMATION. THIS DOCUMENT OR ITS CONTENTS SHALL NOT BE USED, REPRODUCED OR DISCLOSED IN WHOLE OR IN PART,
DRAWING RELEASED FROM PLM, PHYSICAL SIGNATURE NOT REQUIRED

COPY RIGHT & CONFIDENTIAL

2

1

N1
075

N2
05

N3
LA

N&
02

UL

N5

N6
08

N7
16

N8
37

N9
6.3

N10
125

N11
25

50
NN/

ALUE
SYMBOL

ROUGHNESS

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

RANGE

0-6

6 - 30 |30 - 120 (120 - 315 |315-1000 |1000-2000 |2000-4000

ABOVE 4000 RA

TOLERANCE

0.1

0.2 +0.3 0.5 +0.8 1.2 +2

+3 ~

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

©20

NOTES:

1.THE MACHINED SURFACES SHALL BE COATED WITH RUST PREVENTIVE
FLUID TO IS: 1154-2000.

2. INDUCTION HARDENING SHOULD BE DONE IN THE MARKED —--—-- —
AREA. CASE DEPTH: 1.2 TO 1.5 mm. CASE HARDNESS: 55-57 HRC.

3. TO BE PLATED WITH ZINC, SC3 TYPE I, YELLOW AS PER ASTM B633

L. SCREW MACHINING AS PER ISO 261 NORMAL GRADE OR ABOVE.

PRELIMINARY DRAWING VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.
WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96 STATUS: PROTO
D
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