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QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

BRACKET, FIRE
EXTINGUISHER-6KG

(NON-UTO)

22.05.2020

22.05.2020

22.05.2020

22.05.2020

525-18348 -
A2

MUMBAI METRO CARS L2 & L7

NTS 1 1 -

SUS304/AISI 304, BRUSH FINISHED AS PER ASTM A480 TO NO.6 FINISH

BRACKET 2.5t1 SUS304/AISI304

2 1

-

-

3
4

-

SECTION A-A

DETAIL-2

DETAIL-4

NOTE:

3. REMOVE ALL SHARP EDGES AND BURRS.

7. THE BRACKET ASSY SHALL BE BRUSH FINISHED AS PER ASTM
A480 TO NO. 6 FINISH.

8. THIS ITEM SHALL BE APPROVED BEFORE MASS PRODUCTION.

4. PLUG/SPOT WELD ITEM NO 5 & 6 WITH ITEM 2 & 4 SUITABLY.

6. RIVET ITEM 2 TO ITEM 1 USING ITEM 3.
BAND

1

RIVET4

BAND

SS HINGE-COMMERCIAL

2

2
SS LATCH-COMMERCIAL

5
6 1

-

-

-

SUS304/AISI304

DIN 7337,TYPE-A,SS

SUS304/AISI304

SUS304/AISI304

SUS304/AISI304

DETAIL-1

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS: PROTO/PRODUCTION

1. ALL DIMENSIONS ARE IN mm.
2. THE ASSY SHALL COMPLY TO TDC DOC NO. GR/TD/5025.

5. WELD AREAS SHALL BE PICKELED & PASSIVATED.
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NOTE:

3.  REMOVE ALL SHARP EDGES AND BURRS.

7. ITEM 9, PACKING SHALL COMPLY TO FIRE SAFETY STANDARD EN 45545 HL3 REQUIREMENTS
  & FIRE SAFETY TEST REPORTS SHALL BE SUBMITTED ALONG WITH TECHNICAL BID.

4. ITEM NO 7 & 8 SHALL BE PLUG/SPOT WELDED WITH ITEM 3, 4 & 5 SUITABLY.

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96
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Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO.

CH
KD

DA
TE BY

AP
PDECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

PROTO/PRODUCTION

BRACKET, FIRE
EXTINGUISHER-9KG

22.05.2020

22.05.2020

22.05.2020

22.05.2020

525-19424 -
A2

MUMBAI METRO CARS L2 & L7

SUS304/AISI304-BRUSH FINISH AS PER ASTM A480 NO.6 FINISH

1:2 1 1 -

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

1 1 525-19424-01 BRACKET 2.5 THK  AISI304/SUS304

2 2 525-19424-02 SUPPORT 2.5 THK  AISI304/SUS304

3 1 525-19424-03 BAND  AISI304/SUS304

4 1 525-19424-04 BAND  AISI304/SUS304

5 1 525-19424-05 BAND  AISI304/SUS304

7 2 525-19424-06 SS HINGE-COMMERCIAL  AISI304/SUS304

8 1   525-19425 LATCH ASSY -  AISI304/SUS304

9 4 525-19424-09 PACKING WITH SELF ADHESIVE 60x40x3THK EPDM RUBBER

4
0

70160

2
0

6
0
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0

6x-(5.5x16) SLOT HOLES
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5. ALL WELDS SHALL BE PICKLED & PASSIVATED.

5

5

TACK WELD

TACK WELD

6. THE ASSY SHALL BE BRUSH FINISHED AS PER ASTM A480 TO NO.6 FINISH.
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2.  THE ASSY SHALL COMPLY TO TDC DOC NO. GR/TD/5025.
1.  ALL DIMENSIONS ARE IN mm.

8. THIS ITEM SHALL BE APPROVED BEFORE MASS PRODUCTION.
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UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE
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ROUGHNESS
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VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96
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QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO.

CH
KD

DA
TE BY

AP
PDECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

PROTO/PRODUCTION

LATCH ASSY
22.05.2020

22.05.2020

22.05.2020

22.05.2020

525-19425 -
A4

MUMBAI METRO CARS L2 & L7

AISI304/SUS304, BUFF FINISHED AS PER ASTM A480 NO.8 FINISH

1:1 I 1 -
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OPEN POSITION

NOTE

1.OTHER DIMENSIONS SHALL BE MAINTAINED TO

   ENSURE FUNCTIONALITY & AESTHETICS.

2.ASSEMBLY SHALL BE BUFF FINISHED.

3.ASSEMBLY SHALL BE FREE FROM BURRS &

   SHARP EDGES.
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	525-18126_AUX. DESK FRAME ASSY
	525-18127_TRCP UTO BRACKET
	525-18134_BRACKET ASSY
	525-18135_BRACKET ASSY
	525-18136_BRACKET
	525-18137_BRACKET
	525-18155_PANEL PLATE
	525-18163_COVER PLATE
	525-18165_BRACKET, PANEL COVER-1 DRIVER DESK
	525-18166_BRACKET, PANEL COVER-1 DRIVER DESK
	525-18181_LINER
	525-18192_LINER
	525-18193_LINER
	525-18194_LINER
	525-18195_LINER
	525-18196_LINER
	525-18203_COVER PLATE, SOCKET
	525-18211_HANDLE
	525-18225_FIRST AID KIT HOLDER
	525-18230_CLS SPEAKER PLATE
	525-18263_GAUGE PLATE
	525-18265_HINGE MIDDLE BRACKET
	525-18266_COVER PLATE, HINGE
	525-18296_LINER 2T
	525-18297_LINER 3T
	525-18298_LINER SIDE FIXING
	525-18299_LINER SIDE FIXING
	525-18300_LINER SIDE FIXING
	525-18313_PLATE, BUZZER SPEAKER
	525-18316_COVER LIMIT SWITCH
	525-18342_BLOCKING PLATE CEM
	525-18344_SUPPORT BRACKET
	525-18346_COVER PLATE
	525-18348_BRACKET FIRE EXTINGUISHER -6kg NON UTO
	525-18349_BRACKET, FIRE EXTINGUISHER 6 KG (UTO)
	525-19128_0_SPACER, HAND RAIL
	525-19424_BRACKET FIRE EXTINGUISHER-9KG
	525-19425-LATCH ASSY
	525-18125_DRIVER DESK FRAME ASSY



