
SL No Part No Descriptions Qty/Kit Matl Spec.

1
54.20.242   or 

D45.20.242
Gasket 3

sealing felt KTM 2026-431-137 F4318/3,0 according to PN-82/P-86012. or felt 

TS5 according to GOST 288-72.

2 172.63.074 Gasket 4
sealing felt KTM 2026-431-137 F4318/3,0 according to PN-82/P-86012. or felt 

TS5 according to GOST 288-72.

3
155.16.138 OR 

B45.16.138
GASKET 4

1). Felt TS-10 GOST 288-72

2). KTM 2026-431-157 Gasket felt F 4318/10 PN-82/P-86012

4 172.63.073 GASKET 3 felt TS5 according to GOST 288-72.

5 170.63.007 Ring 3

LM: felt TS7, GOST 288-72 (Y); 

M: sealing felt KTM 2026-431-157 F4318/8,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

6 432.63.204 Ring 4

LM: felt TS, GOST 288-72 (Y); 

M: sealing felt KTM 2026-431-157 F4318/8,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

7 432.61.066 Ring 4

LM: felt ST21-14-4, GOST 288-72 (Y); 

M: sealing felt KTM 2026-431-157 F4318/4,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

8 170.63.084 Ring 4
M: sealing felt KTM 2026-431-157 F4318/4,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

9 155.20.242 Ring 3

LM: felt TS4, GOST 288-72 (Y); 

M: sealing felt KTM 2026-431-157 F4318/4,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

10 54.20.178 Ring 4

LM: felt TS4, GOST 288-72 (Y); 

M: sealing felt KTM 2026-431-157 F4318/4,0, PN-82/P-86012 (Y); 

Alt. M: sealing felt KTM 2026-431-156-F 4317/8,0, PN-82/P-86012;

11 170.64.016 Ring 4 KTM 2026-431-137, GASKET FELT F4318-4.0 ACC TO PN-82/P-86012 Size: 1A4

12 170.64.036 Ring 4 KTM 2026-431-137, GASKET FELT F4318-4.0 ACC TO PN-82/P-86012 Size: 1A4

13 PN-90/M-86488 Ring 3

412ZZC0676 - ANNEXURE (FELT GASKET)


