
BEML LIMITED

DMRC BG METRO CARS

909-56103

83x96x8 THK AISI 304

SS PLATE

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56104

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56106

harish
Stamp



1

234

DMRC BG METRO CARS

909-56304

BEML LIMITED

1

2

3

4

2

2

harish
Stamp



DMRC BG METRO CARS

909-56306

BEML LIMITED

AISI  304

289x220x3THK

SS.SHEET

1

NOTE: ALL SHARP EDGES & BURRS TO BE REMOVED

3

2

3

harish
Stamp



1

32

DMRC BG METRO CARS

BEML LIMITED
909-56310

Revised & redrawn

ECN:90900218

Revised & redrawn

ECN:90900242

Revised & redrawn

ECN:90900580

Revised & redrawn

ECN:90900596

Dim 385 was 285

Holes 46 was 32

ECN:90900703

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56318

69x59x8 THK

AL. PLATE

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56319

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56321

60x60x2 THK

AL.SHEET

Gr.52000 condition'O' to 

IS:737-2008

NOTE: REMOVE SHARP EDGES AND BURRS

harish
Stamp



BANGALORE 560 075

CHANGESALT
DATE BY

DRG. / STOCK No.

QTYSL.No.

PRODUCT

TITLE

QTY
NEXT ASSY

DETAIL PARTS

DESCRIPTION

DRG No.

ALT

Wt.(Kg)

REF DRG

CHECKED

APPROVED

MODEL

DRAWN

SCALE

SURFACE TREATMENT

SIZE
COMPANY.STD/IS.STD

MATERIAL

Wt.Kg.

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS.1012.C. 

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

PROTO/PILOT/PRODUCTION

QUALITY OF WELD JOINTS REF, RD-230 MEDIUM

MACHINING DEVIATIONS

FOR LINEAR DIMENSIONS

0-6 6-30
30-120

120-315
315-1000

1000-2000
2000-4000 ABOVE 4000 

RANGE

±0.1 ±0.2
±0.3

±0.5
±0.8 ±1.2

±2

±3
TOLERANCE

DMRC BG METRO CARS

2 909-56101
M-CAR

NTS

909-56616

 

 

0.036

 

R

2

5

.

9

3
8

9

M6

64

Ø6 x165 L AISI 304U-BOLT11

22

23

RFN3861084

RFW0921022 Spring Washer-B6 to IS:3063(P-3)-2002/Matl:1367(P-14),SS

Ø6

2

3

1

10.01.09

12.01.09

12.01.09

SNH

KRKR

KCS

harish
Stamp



BANGALORE 560 075

CHANGESALT
DATE BY

DRG. / STOCK No.

QTYSL.No.

PRODUCT

TITLE

QTY
NEXT ASSY

DETAIL PARTS

DESCRIPTION

DRG No.

ALT

Wt.(Kg)

REF DRG

CHECKED

APPROVED

MODEL

DRAWN

SCALE

SURFACE TREATMENT

SIZE
COMPANY.STD/IS.STD

MATERIAL

Wt.Kg.

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS.1012.C. 

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

PROTO/PILOT/PRODUCTION

QUALITY OF WELD JOINTS REF, RD-230 MEDIUM

MACHINING DEVIATIONS

FOR LINEAR DIMENSIONS

0-6 6-30
30-120

120-315
315-1000

1000-2000
2000-4000 ABOVE 4000 

RANGE

±0.1 ±0.2
±0.3

±0.5
±0.8 ±1.2

±2

±3
TOLERANCE

DMRC BG METRO CARS

5 909-56201

T-CAR
NTS

909-56617
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Ø10 x248 L AISI 304
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6
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M10

R
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U-BOLT11
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23

RFN3861084

RFW0921022 Spring Washer-B10 to IS:3063(P-3)-2002/Matl:1367(P-14),SS

Ø10

2

3

1

10.01.09

12.01.09

12.01.09

SNH

KRKR

KCS
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DMRC BG METRO CARS

909-56620

BEML LIMITED

182x25x2THK

SS SHEET

AISI 304

harish
Stamp



DMRC BG METRO CARS

909-56621

BEML LIMITED

222x30x3THK

SS SHEET

1

2

1

1

BRACKET

3 1

4 1

1

2

3

4

AISI 304

RFN3861211

RFW0921225

RFB1461240

SPRING WASHER B12 TO IS:3063-1994/MATL-AISI-304,SS

harish
Stamp



1 3

2

4 5 6

DMRC BG METRO CARS

1 909-50501
NTS

BRACKET ASSY

909-56630

 

 

 

SURFACE

BANGALORE 560 075

1

2

3

4

5

6

harish
Stamp



DMRC BG METRO CARS

1      909-56630
NTS

BRACKET 

909-56631

 

 

 

SURFACE

BANGALORE 560 075

1

2

3

1

2

3

harish
Stamp



DMRC BG METRO CARS

1 909-56630
NTS

BRACKET 

909-56632

 

 

 

SURFACE

BANGALORE 560 075
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1

SECTION-AA

SECTION-BB
B

B

DMRC BG METRO CARS

BEML LIMITED
909-56643

DETAIL-2

A

2

3

DETAIL-1 DETAIL-3A

21

3

NOTE:

1. ITEM TO BE SUPPLIED IN ASSEMBLED CONDITION.

2. BREAK ALL SHARP EDGES

3. ITEM TO BE SUPPLIED WITH BRIGHT FINISH

C

VIEW-C

(ENLARGED VIEW)

UNION COUPLING

1

1

1

harish
Stamp



DMRC BG METRO CARS

BEML LIMITED
909-56645

1

1

1

1

harish
Stamp



BEML LIMITED

DMRC BG METRO CARS

909-56646

1

1

1

harish
Stamp



BANGALORE 560 075

CHANGESALT
DATE BY

DRG. / STOCK No.

QTYSL.No.

PRODUCT

TITLE

QTY
NEXT ASSY

DETAIL PARTS

DESCRIPTION

DRG No.

ALT

Wt.(Kg)

REF DRG

CHECKED

APPROVED

MODEL

DRAWN

SCALE

SURFACE TREATMENT

SIZE
COMPANY.STD/IS.STD

MATERIAL

Wt.Kg.

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS.1012.C. 

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

PROTO/PILOT/PRODUCTION

QUALITY OF WELD JOINTS REF, RD-230 MEDIUM

MACHINING DEVIATIONS

FOR LINEAR DIMENSIONS

0-6 6-30
30-120

120-315
315-1000

1000-2000
2000-4000 ABOVE 4000 

RANGE

±0.1 ±0.2
±0.3

±0.5
±0.8 ±1.2

±2
±3

TOLERANCE

DMRC BG METRO CARS

1 909-56101

M-CAR
NTS

909-56647

 

 

0.036

 

R

2

5

.

9

4
8

2
8

M6

64

AISI 304U-BOLT11

22

23

RFN3861084

RFW0921022 Spring Washer-B6 to IS:3063(P-3)-2002/Matl:1367(P-14),SS

2

3

1

02.11.16

02.11.16

03.11.16

VISHNU

SNH

KCS

harish
Stamp



1

23

DMRC BG METRO CARS

909-56648

BEML LIMITED

1

2

3

harish
Stamp



DMRC BG METRO CARS

BEML LIMITED
909-56771

harish
Stamp



QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

5 4

B

C

D

3

2 1

A

4 3
2

5

A

B

C

D

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CLAMP ASSY VSK 9.8.16

SNH 10.8.16

KCS 10.8.16

909-56797
A3

DMRC BG METRO CARS

0

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

1

2

1

2

DETAIL-2

DETAIL-1

harish
Stamp



QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

5 4

B

C

D

3

2 1

A

4 3
2

5

A

B

C

D

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

VSK 9.8.16

SNH 10.8.16

KCS 10.8.16

A3

DMRC BG METRO CARS

0

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL
QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE

Wt. (Kg)COMPANY STD./I.S

MATERIAL

5 4

B

C

D

3

2 1

A

4 3
2

5

A

B

C

D

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CLAMP ASSY VSK 9.8.16

SNH 10.8.16

KCS 10.8.16

909-56798
A3

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

1

2

1

2

DETAIL-2

DETAIL-1

harish
Stamp



QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

5 4

B

C

D

3

2 1

A

4 3
2

5

A

B

C

D

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

VSK 9.8.16

SNH 10.8.16

KCS 10.8.16

A3

DMRC BG METRO CARS

1:2 0

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL
QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE

Wt. (Kg)COMPANY STD./I.S

MATERIAL

5 4

B

C

D

3

2 1

A

4 3
2

5

A

B

C

D

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

SURFACE

ROUGHNESS

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CLAMP ASSY VSK 9.8.16

SNH 10.8.16

KCS 10.8.16

909-56799
A3

DMRC BG METRO CARS

1:2 0

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

1

2

1

2

DETAIL-1

DETAIL-2

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CONDUIT PIPE VISHNU 14.03.17

SNH 14.03.17

KCS 14.03.17

909-56810
A4

DMRC BG METRO CARS

0

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CONDUIT PIPE VISHNU 14.03.17

SNH 14.03.17

KCS 14.03.17

909-56811
A4

DMRC BG METRO CARS

0

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CONDUIT PIPE VISHNU 14.03.17

SNH 14.03.17

KCS 14.03.17

909-56812
A4

DMRC BG METRO CARS

0

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CONDUIT PIPE VISHNU 14.03.17

SNH 14.03.17

KCS 14.03.17

909-56813
A4

DMRC BG METRO CARS

0

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

CONDUIT PIPE VISHNU 14.03.17

SNH 14.03.17

KCS 14.03.17

909-56814
A4

DMRC BG METRO CARS

0

harish
Stamp



UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

SURFACE

ROUGHNESS

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

RA

~

QTYSL.No. DESCRIPTIONPART / STOCK No. SIZE
Wt. (Kg)COMPANY STD./I.S

MATERIAL

Wt.(Kg)SCALE SHEET

REF DRG

NEW FRONTIERS.  NEW DREAMS

BEML LIMITED
ALT.NO. ECN NO/CHANGES

ALT

REVD

APPD

DRWN

CHKD

PRODUCT

MATERIAL

TITLE

DRG No.

HEAT
TREAT.
SURFACE
TREAT.

OF

BUSH ASSY VISHNU 17.4.17

SNH 17.4.17

KCS 17.4.17

909-56815
A4

DMRC BG METRO CARS

0

A

A

2

1

1 1 909-56816 BUSH

2 1 909-56817 SPACER

harish
Stamp
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