
Technical compliance for cabin. 
E-Bid No: 6300034295

Bidder's Remark 

(Complied/Not complied)

SL No Description

24 - The instrument panel should also include following features

• Alternator not charging warning

• Winch rope completely paid out (for safety reasons)

• Excessive Engine temperature

• Low Engine oil pressure warning

• Audio & visual indication for Winch in operation.

• Provision of Audio & visual warning for engine starter switch

13

9.5.2 Signal Lamps:

consists of:

1 – Driver’s cab signal lamp (red)

2 – Signal lamp of special warning lights (yellow)

3 – Signal lamp of engine electronic cooling malfunction (red)

4 – Signal lamp of engine overheating (red)

5 – Signal lamp of air overpressure in brake circuits (red)

6 – Signal lamp of air overpressure drop in spring cylinders of service brake (red)

7.Signal lamp of parking brake (red)

8 – Signal lamp of towing hook illumination (yellow)

9 – Signal lamp of vehicle turn signals (green)

10 – Signal lamp of trailer turn signals (green)

11 – Signal lamp of accumulators charging (red)

12 – Signal lamp of high beams (blue)

13 – Signal lamp of front wheels drive and inter-axle differentials locks engagement

14 – Signal lamp of axle differentials locks engagement (green) 

15 – Signal lamp of electric delivery pump operation (white)

16 – Signal lamp of emergency flasher (hazard warning lights) (red)

17 – Signal lamp of air cleaner (white)

18 – Signal lamp of fog lamps (green)

19 – Signal lamp of engine preheating (yellow)
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