Annexure-Illl

CABIN INSULATION & CABIN GLASS & SEALINGS / GASKETS

Tunnel insulation:

Engine tunnel is to be provided, with suitable insulation & cladding, of required profile

& with suitable sound proofing & heat resistance insulation for engine hood.

Insulation

Cabin glass & sealing's / gaskets

1. Window toughened glass /Fixed glass details

5.0 mm thick ,Flat / curved, Clear, Uniformly Toughened

Safety Float Glass for other than windscreen application
(Road Transport )

Visual Light Transmission in % 1) 88.54
2) 88.44

2. Front wind shield glass / Laminated safety glass details

6.76 mm Thick and clear without shade band Laminated safety glass
for wind shield application. the testing of glass as per IS:2553 (part 2) -
1992. Edge grinding as per SAE J6738 Type 4. Light transmission Min

70%. Glass thickness outer layer 3m+Laminated 0.76mm-+inner layre 3mm
with £0.2mm.
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Inner Section

Glass Gasket 655 mm

Gasket 730 mm

Side Glass

Front Glass

Rubber Wedge 5870mm

F'ront Wind Shield
57720mm

Bar C/W Glass, Left

Bar C/W Glass, Right
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Side Glass

Glass Gasket 1960mm
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