
 
 

   

TECHNICAL 

Aggregate PIB cover 

BEML Enquiry/ RFQ Reference :  

 
Sl. 
No. 

Technical Delivery Conditions

1 PIB cover shall confirm to the
2 PIB cover shall be made of Aluminum sheets to grade A50

3 
The Aluminum raw material
OEMs and the material test certificates for chemical composition 
and mechanical properties from the source shall be submitted

4 The PIB cover shall be made by laser cutting & forming

5 
Due care shall be taken to ensure quality of welding and after 
fabrication of the weld areas 

6 

Fabrication of the assembly shall be carried out by qualified 
welders. Welder qualification
Qualification (WPS & PQR) as per EN / ISO / DIN standard shall 
be submitted along with the technical bid

7 
The cover shall be painted to color shade RAL 
level as per doc GR/TD/ 4390

8 
Item shall be subjected to vi
Inspection reports shall be submitted along with supplies.

9 
The item shall be packed to ensure that no damage will occur 
during transit & storing at BEML.

10 
The supplier shall submit 
with their technical offer. 

11 
PIB cover shall be marked with corresponding drawing number 
with a permanent marker. 

 
 
 
 
 
------------------------------------------
Signature of the Bidder with Seal
(Name, Designation & Address)

TECHNICAL DELIVERY CONDITION Project

DRG No.: 

 

Technical Delivery Conditions COMPLIED

shall confirm to the tender drawing requirements. 
shall be made of Aluminum sheets to grade A5052P. 

raw material shall be procured from reputed 
OEMs and the material test certificates for chemical composition 
and mechanical properties from the source shall be submitted 

shall be made by laser cutting & forming 
Due care shall be taken to ensure quality of welding and after 

the weld areas . 
Fabrication of the assembly shall be carried out by qualified 
welders. Welder qualification certificate and Welding Process 
Qualification (WPS & PQR) as per EN / ISO / DIN standard shall 
be submitted along with the technical bid 
The cover shall be painted to color shade RAL 9010 semi gloss 
level as per doc GR/TD/ 4390. 

shall be subjected to visual, dimensional inspection. 
Inspection reports shall be submitted along with supplies. 

shall be packed to ensure that no damage will occur 
during transit & storing at BEML. 
The supplier shall submit confirmation for the above points along 

shall be marked with corresponding drawing number 
 

------------------------------------------ 
Signature of the Bidder with Seal 

Designation & Address) 

Project: MRS1 

No.: 525-19423 
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