
No Parameter Requirement

Vendor Response

(complied

/not Complied)

1 MATERIAL & TESTING

Raw material spec and supply of material to be  as per 

drawing/QAP/ANNEXURE.

Material to be tested as per drawing/QAP and 

necessary reports to be submitted to BEML for 

clearance.

2 SOURCE OF PA -12 TUBE MATERIAL

Sources of supply of PA tubes are OEM sources like  

PARKER ,LEGRIS,HASALON,MANLON, 

PARZLICH(TATRA),WABCO

3 DOCUMENTS ALONG WITH SUPPLY
Documents to be provided as per QAP/Annexure of 

QAP

4 EXPERIENCE  

Vendor should have atleast two years experience in  

developing & manufacturing of similar item( if specify) 

and document proof to substantiate the same to be 

submitted alongwith BID.

5 QMS
Vendor should be certified for the latest Quality 

Management System.

6 Firm Financial status
Vendor with sound financial status – Consistently 

profit making for the past 2 years.  

7 Testing Facilty
Vendor should have requisite facilities/arrange facilties 

for  testing final product as per the requirements.

8 Manufacturing Facilty 

The Vendor shall have the following basic and 

essential facilities to qualify to this tender.Vendor 

should have requisite facilities/arrange facilties for  

manufacturing final product as per the 

requirements.BEML 

(Signature with company seal)          

For and on behalf of the company

Name & Designation of Signatory.

ANNEXURE -B

CRITICAL PARAMETERS

TECHNICAL COMPLIANCE MATRIX FOR PA-12 TUBE KITS 

In BEML-TATRA trucks the pneumatic connections are made through  POLYAMIDE(PA) Tubes with end fittings. Four types of PA tubes 

with OD 6, 8, 10 and 15 mm and the matching end fittings are used. 


