“TECHNICAL BID” REF-6300035948
(WHICH NEEDS TO BE UPOADED BY THE BIDDER DULY COMPLIED & SIGNED ON BIDDING)

as per

Sl no Part No Description Qty Unit Specification 3::;::: co:’;?e d
yes/No

0.5 MM THICK COLD ROLLED CARBOM STEEL SHEET TO
1 C100603050 CR STEEIS'TSDHEEJO%SMM Cco 42.4047 KG BEML STD.C1006-03 IN STD. SIZES.

BEML Standard Attached in BID

1 MM THICK COLD ROLLED CARBON STEEL SHEET TO
5 C100603100 CR STEEL SHCEEEQ MM CO STD 545.376 KG BEML STD. C1006-03 in SIZE 1250-1420x2500MM.

BEML Standard Attached in BID

1.5 MM THICK COLD ROLLED CARBON STEEL SHEET TO
3 C100603150 CR STEE;?SE‘?Z;OES MM CO 510.798 KG BEML STD C1006-03 IN STD. SIZES.

BEML Standard Attached in BID

TO SPEC.AISI-321/1S-6911-92 /IS-1570-85 PART-5, GR X04 Cr
4 R135302050 0.5MM S S SHEET 0.16578 TON 18.Ni 10.Ti 20 IN STANDARD SIZE.

TO SPEC.AISI-321/1S-6911-92 /IS-1570-85 PART-5, GR X04 Cr
5 R135302150 1.5MM S S SHEET 0.11777 TON 18.Ni 10.Ti 20 IN STANDARD SIZE.

TO SPEC.AISI-321/1S-6911-92 /IS-1570-85 PART-5, GR X04 Cr
6 R135302300 3.0 MM S S SHEET 0.05692 TON 18,Ni 10,Ti 20

IN STANDARD SIZE.

M S WIRE GAUGE WIRE WOVEN CLOTH MESH WITH 2.24

R102919007 DIA 0.63 X 2.24 mm MS WIRE 7.232 M2 MM & DIA 0.63 MM SPECN. 1S:2405-80(PT-1) TABLE-1,STEEL

7 MESH

LIGHT."

"WIRE, MILD STEEL COLD DRAWN DIA 1 mm TO BEML STD.
8 C110915010 WIRE, STEEL DIA 1 mm 2.1018 KG C1109-15."

BEML Standard Attached in BID

"WIRE, MILD STEEL COLD DRAWN DIA 1 mm TO BEML STD.

C110915014 WIRE, STEEL DIA 1.4 mm 113 M C1109-15."

BEML Standard Attached in BID
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The technical requirement as mentioned in item description &, mentioned above is fully understood by the bidding firm and firm is bidding
for the same.

Bidders to submit duly filled in technical bid format with Authorized signature & Seal, otherwise bids are liable for rejection.

Bidders to supply the Items strictly as per the Specification/standard/size complied in technical bid, No deviation is entertained henceforth.
Selection Criteria for BID acceptance strictly on adhering to Technical Specification

China Origin Materials is not Acceptable & The Quote with China Origin of Import Materials will not be considered.
If Material is imported means Origin of the Material should be clearly indicated.
Tenders will be finalized based on Commercial Status of each item.

Vendors to quote if they are agreeable to supply even one item if it is commercially acceptable. They should not claim that they will supply only if

PO placed for all the items.

Name and Signature of authorized
Rep. of Bidding firm with Seal
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