MACHINING DEVIATIONS |RANGE 0-6

6 - 30

30 - 120

i20 - 315

3815-1000 |1000-2000 |2000-4000 |ABOVE 4000

FOR LINEAR DIMENSIONS

TOLERANCE | +0.1

+0.2

+0.3

+0.5

+0.8 +1.2 +2 +3

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES; REFER STD. RD-227

UNSPECIFIED TOLERANGCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.

QUALITY OF WELD JOINTS REF, ISO 5817
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COPY RIGHT & CONFIDENTIAL

This document is the exclusive property of BEML and contains confidential information.
This document or its contents shall not be used,reproduced or disclosed in whole or in part,without

prior written permission of BEML. This document and all its copies shall be returned to BEML on

demand.
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SECTION A—A

SPECIFICATIONS :

1
2
3)
4)
5) OUTER DIA :19.6 MM

)
) WIRE DIA : 1.8 MM
INNER DIA :16 MM

MATERIAL: SPRING STEEL

NO. OF COILS : 10 NOS
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