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BEML Limited Q m

NEW FRONTIERS. NEW DREAMS

Bangalore Complex, New Thippasandra

Corrigendum -2
to
Bid Invitation: 6300032535 dated 09.05.2020

The following information/details are provided to enable bidders to understand the product application/
specification /requirements in detail:

1) Masking tape Application is before painting of the product (under frame), exterior surface of
product to be covered with plastic sheet with masking tape on stainless steel of 2B finish to
protect from unwanted area paint deposits and paint fumes.

2) The adhesive should not leave any gum marks on the stainless steel of product after removal of
masking tapes.

3) Specification details:
i THICKNESS- 0.14 mm+/-0.02
il ADHESIVE- RUBBER
iil. ELONGATION- NOT LESS THAN 9%
iv. TENSILE STRENGTH- 8.1 KGS /INCH (81N /INCH)
V. ADHESION TO STEEL- 800 GMS PER INCH (7.2N /INCH)
Vi. OPERATING TEMPERATURE- NOT LESS THAN 100 DEG C 90 MIN.
Vii. Carrier: CREPE PAPER
viii.  Color: Any

4) Photographs of masking tape and its applications enclosed for reference.

5) Material description to be read as under:

FOR READ AS Remarks
"MASKING  TAPE-3"(INCH) | "MASKING TAPE-3"(INCH) | "F-21F" mentioned initially in
WIDTH WITH SELF | WIDTH WITH SELF ADHESIVE | the material description to be
ADHESIVE 30 MTRS LONG | 30 MTRS LONG" ignored.
(F-21F)"

All other terms & conditions are as per BEML tender ref: 6300032535 dated 09.05.2020

M/s BEML Limited
Purchase Department
080-25022636/25240680

E-Mail: ponp1@beml.co.in
rmm@beml.co.in




