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Free length of wires ~10cm
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FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

QUALI

TY OF WELD JOINTS REF, RD 230 MEDIUM

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C.

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96

STATUS:
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mmmm NOTE: 1. ALL MATING CONNECTORS FOR CAR BODY SIDE WIRING ALONG WITH PINS/SOCKETS TO BE SUPPLIED | |
m mmm 2. OPERATING VOLTAGE: DC110V (77V ~ 137V). _ n _
mmmm 3. PTS GR/TD/4263 TO BE FOLLOWED. _ 0o _
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SEsE 6. OVERALL DIMENSION, MOUNTING, AESTHETICS SHALL BE SAME AS THIS DRAWING. _ _
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AN 8. THIS IS ONLY PRILIMINARY DRAWING, ACTUAL DRAWING MAY VARY AT DESIGN CONNECTOR DIAGRAM
i & STAGE, THE ENVELOPE SHALL BE MAINTAINED THE SAME.
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