
UNSPECIFIED TOLERANCE FOR LINEAR AND ANGULAR DIMENSIONS REF. IS 2102 (PT-1) (MEDIUM)

FOR DIMENSIONAL TOLERANCES OF SHEET METAL PARTS AND WELDED STRUCTURES, REFER STD. RD-227

MACHINING DEVIATIONS
FOR LINEAR DIMENSIONS

0 - 6 6 - 30 30 - 120 120 - 315 315-1000 1000-2000 2000-4000 ABOVE 4000 RANGE

±0.1 ±0.2 ±0.3 ±0.5 ±0.8 ±1.2 ±2 ±3TOLERANCE

VALUES OF SURFACE TEXTURE SHALL BE AS PER COMPANY STD DS. 1012.C. 
STATUS:

QUALITY OF WELD JOINTS REF, RD 230 MEDIUM

WELDING SHALL BE CARRIED OUT AS PER IS: 9595-96
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Wt. (Kg)COMPANY STD./I.S

MATERIAL

LED BASED SALOON
LIGHT(1302mm)

DIVYA S 16.05.2019

LIXON.T 16.05.2019

SYLAJA V 16.05.2019

SYLAJA V 16.05.2019

525-21025 0
A2

MUMBAI METRO CARS L2 & L7

NTS 1 1 0

8. THIS IS ONLY PRILIMINARY DRAWING, ACTUAL DRAWING MAY VARY AT DESIGN STAGE,

THE ENVELOPE SHALL BE MAINTAINED THE SAME.

9. WIRE ROPE OF SUITABLE STRENGTH SHALL BE PROVIDED FOR DIFFUSER COVER TO

PREVENT ACCIDENT FALLING FROM LIGHT FITTING.

DIMENSION CHANGED

FROM 47mm TO 38.5mm &

ACCORDINGLY DRAWING

UPDATED AND REVISED
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